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MULTI-STEP SAFETY KNIFE
A66

BLADE CHANGING INSTRUCTIONS: 

APPLICATION:

  Strapping   Cardboard   Stretch Film

  General Maintenance   Rubber   Plastic

  Tapes   Bubble Wrap   Paper Bag

  Pallet Coverings   Shrink Wrap   Bags + Sacks

Before changing 
blade, ensure 
‘position 3’ is shown 
(on the wheel)

Flick red button to 
‘Change’ mode

Push blade slider all the way 
to the front. While holding 
the blade slider in place,
carefully pull out old blade 
& replace

The new blade 
should retract back 
into place when you 
let go of the slider

Switch red button back 
to ‘Work’ mode to
complete the blade 
change

For absolute safety, 
leave in ‘position 0’
when knife is not in use

STEP 1 STEP 2 STEP 3

STEP 4 STEP 5 STEP 6

Order now from Diplomat Blades:
Ph: (03) 8710 4777  Fax: (03) 8710 4700  Email: sales@diplomatblades.com.au

PRODUCT FLYER

Reduces risk of damaging 
packaged goods

Cuts lighter materials such 
as thin cardboard

Cuts thick multiple 
cardboard and other 
heavy duty products









3 blade depth positions for safety cutting different materials:

A66  Mutli-step safety knife

The A66 - Multi-step safety knife is perfect for cutting different 
materials. The 3 different blade offers flexibility and protection 
for different applications. Safety knives can protect workers 
from injury and also provide strength and stability. Making 
cutting safe and easy. Safety Knives & cutters are ideal for 
industrial or warehouse workers.

• Heavy duty metal construction for durability and strength
• Blade automatically retracts after cutting to prevent accidents
• Versatile and convenient 4 blade length positions in one knife
• Features lock position (0) for ultimate safety for when knife 
   is not in use
• Rubber grip handle for better handling
• Suitable for left and right handed users

Code: A66

REGULATE
BLADE 

POSITIONS

A58 Blades

REPLACEMENT BLADES:

1

(3mm)
2

(5mm)
3

(8mm)

AUTO RETRACT 
TECHNOLOGY

Safety Knife 
Round Corner Blade
A58BLADES
(Dispenser of 10 Blades)

• Material: Carbon steel, (0.024”) thick
• Dimensions: 58 x 18.9 x 0.60 mm

For Absolute Safety


